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�C�O�M�P�O�N�E�N�T�S

■� Fixing Bracket ■� Mounting Hardware & Cable

■� Main body
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■� Speci�cations
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�P�R�O�D�U�C�T� �S�P�E�C�I�F�I�C�A�T�I�O�N�S

DIV.

Power Source

Wiring

System Composition

Distance

Video
Memory
(Option)

Still Cut

Video

LCD

Video
input

Temp.

Humidity

Size

Weight

LCD
Screen 

Environmental
Circumstance

Dimensions

Mounting

Speci�cation

AC 100~240(50/60Hz)

Doorphone : 4 wires in polarity
Lobby : 8 wires in polarity

1 Doorphone + 1 Monitor

- DOOR : TIV 0.5(28M), TIV 0.65(50M), TIV 0.8(70M)
Lobby : UTP 4P(8c)

256 Cuts 

5f/s, 5sec, 32clips

7" Color TFT LCD 

1Vp-p/75Ω, Composite
NTSC/PAL(Color) 

0℃∼40℃

Less than 90% (Relative humidity)

202 (W) × 142 (H) × 32 (D) mm

UHA-744SG : 792g
UHA-744SGM : 815g

Wall surface mounted 
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■�  Intercommunication with Guard phone

To call the Guardphone,
Push “Guardphone” Button.
Appear the appearance of
“GUARD” on the screen, 
Call signal is ringing on
the Videophone.

When the calling for 
Guardphone is received, 
the conversation starts. 

If you press the “Talk”
Button while talking
with the Guardphone
or talk duration reaches 
to 1minute, the screen 
goes blank and
the conversation ends.

■� Call signaling from the Guard phone

After the appearance of 
“GUARD” on the screen,
call signal is ringing on 
the Videophone, 
while Guardphone LED and
Talk LED �ickers and home
call melody rings.  

When the “Talk” Button 
is pressed, the conversation
with the Guardphone starts.

If you press the Talk 
Button while  talking with
the Guard phone or the time 
limit of 1 minute is reached, 
the conversation ends. 
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�A�l�a�r�m� �f�u�n�c�t�i�o�n�(�b�y� �t�h�e� �m�a�g�n�e�t�i�c� �s�e�n�s�o�r�s� �o�n�l�y�)

■�  Releasing alarm

During the alarm activation, if the user presses Security button more than 3 sec, the alarm 
mode is released automatically.

※ During the lead time, there is no alarm even an abnormal signal was detected.
※ If the window or door are not closed which have the magnetic sensor, it should 

be not possible to set the alarm function.

■� Sensing the intrusion

1) In case of sensing the intrusion
  - If the intrusion signal is detected from the door which has the magnetic sensor, the lead 

time alarm sound should go out during the preset lead time. After the lead time, the 
intrusion signal is detected and the emergency alarm sounds out.

  - In case of the magnetic sensor is installed at the window, if an abnormal intrusion is 
    sensing, the emergency alarm is activated immediately and the alarm sounds out.
2) Releasing the alarm
  - During the alarm sounds out, if the user push the Security button more than 3 sec, 
    the alarm is deactivated and the emergency mode is released.

■� Setting alarm

During the preset lead time, 
a lead time alarm sounds out.  
After the lead time, alarm is 
activated.

Please push Security button 
more than 3 sec. 

※ In case of the alarm function, it doesn’t work if the user didn’t set the installation position at 
the manager mode.  In addition, after the install the magnetic sensor, please preset the alarm 
setting after close the window or door de�nitely. 
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■ User menu (Video memory equipped model)

* Video storage type setup mode
 - If you push the “SET” (on the right) button from the standby screen, the User menu screen 

appears.
 - Select “SAVE” on the menu screen pushing the “UP” and “DOWN” buttons on the right, 

and push the “SET” button.
 - The present storage type appears under selection.
 - Select either VIDEO or STILL as storage type using “UP” or “DOWN”.

(VIDEO : video(5 seconds) storage / STILL : still image storage)
 - If you push the “SET” button, the User menu appears again.

 - If you push the “SET” button on the standby screen, the User menu screen appears.
 - Select “DELETE” on the menu screen using the “UP” and “DOWN” buttons, and push the 

“SET” button.
 - Select either YES or NO using the “UP” and “DOWN” buttons and push the “SET” button.

(YES : Delete all images / NO : Do not delete images) 
 - User menu screen appears again after the operation is completed.

[SAVE]
STILL
VIDEO

[ALL DELETE?]
NO
YES
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�W�I�R�I�N�G� �D�I�A�G�R�A�M

■ System Wiring 

DOOR CAMERA
LOBBY PHONE

MAIN CONTROLLER

GUARD PHONE
MAGNETIC SENSORS AC/DC  STRIKER

co
lor Door Camera
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■ Wiring Diagram

■ Door Camera Wiring

■ Distance Door: 28m(∮0.5)/ 50m(∮0.65)/ 70m(∮0.8) 

�M�O�N�I�T�O�R �C�A�M�E�R�A

�C�A�M�1

�C�A�M�2

�P�O�W�E�R

�V�O�I�C�E

�V�I�D�E�O

�G�N�D

�P�O�W�E�R

�V�O�I�C�E

�V�I�D�E�O

�G�N�D

�U�T�P� �C�A�B�L�E

If UTP CABLE[CAT.5] is used, use 5th lines for GND line

Note :
Arbitrarily installed additional monitors may lower the quality of video and 
voice transmission

(1) POWER
(2) VOICE
(3) VIDEO
(4) GND

+14V
GND

Door 
Camera

DC
POWER

(OUTPUT)

AC/DC
Door
Striker

M/C, Lobby (data, voice) 
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